
ORCA Manufacturing, Inc.
P.O. Box 2186

Easton, MD 21601
Phone: 800-776-1539

INSIDE 
EXISTING 

DRYWALL

( ORDER BY ROUGH OPENING (R.O.) )
Unit outside dimensions will be 1/2" smaller than the (R..O.) for clearance

STANDARD - NEW CONSTRUCTION

1/2" OR 5/8" DRYWALL
TO BE INSTALLED 
AFTER SKYLIGHT

ROOF 
SHEATHING

ROOF TRUSS 
OR RAFTER

INSTALLATION DETAILS

SOLID WOOD FRAME

ROOF 
SHEATHING

ROOF TRUSS 
OR RAFTER

( ORDER BY INSIDE DRYWALL DIMENSION )
Unit inside dimensions will be same as inside
drywall dimension to minimize trimming out

FLUSH NO GROOVE - REMODELING

FLUSH WITH 
SHEATHING

 

 
 

UNIT INSIDE DIMENSIONS

(           A          X          B          )   REMODELING

UNIT OUTSIDE DIMENSIONS

(           A            X          B            )   NEW CONSTRUCTION

CONDENSATE 
GUTTER

 GLAZING TAPE

SEAL TAPE

.062 EXT. ALUM. 
RETAINING ANGLE

POLYURETHANE 
THERMAL BREAK

EXT. ALUM. 
CURB FRAME

  
RETAINING
FASTENER

16 mm TRIPLE WALL 
EXTRUDED POLYCARBONATE

DOUBLE FLASHING SYSTEM
EASY TO INSTALL AND LEAK PROOF

031

FIXED EXTRUDED POLYCARBONATE
PREMIUM RESIDENTIAL SKYLIGHT

May 01, 2003

CRH

CRH

AP

Engineer:

Rev. By

Drawn By

Date:

TITLE:

1 of 1
Sheet:

Model: __A___x__B___ F-EP, [  Glz  ], [ Finish ]

 

DRYWALL GROOVE
FOR EASY INSTALLATION

WEATHER
STRIPPING

ROUGH OPENING  
INSIDE DRYWALL

1/4"

INSET 3/8"


